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ARCHITECTURAL SPECIFICATIONS GUIDELINES

RUBBER FLOORING TILES 

          


[image: image2.emf]PART 1.00 – GENERAL

1.01  
GENERAL REQUIREMENTS

A.
Work of this Section, as shown or specified, shall be in accordance with the requirements of the Contract Documents and in accordance with Division 1 procedures.

1.02
WORK INCLUDED

A.
Work of this Section shall include all labor, materials, equipment and services necessary to complete the resilient rubber flooring installation as shown on the drawings and specified herein, including but not limited to the following:

1. 
Recycled rubber flooring tiles

2.
Recycled rubber flooring logo tiles

3.
Adhesives

1.03 
RELATED SECTIONS

A. 
Other Specifications Sections which may directly relate to the Work of this Section include, but are not limited to the following:

1.
Concrete Slab – Division 3

2.
Plywood Subfloor – Division 6 

1.04  
QUALITY ASSURANCE

A. 
Provide recycled rubber flooring products manufactured by a firm with a minimum of 16 years experience in the fabrication of such products, and of types equivalent to those specified.  

B.  Utilize a professional installer having a minimum of two years experience installing similar recycled rubber flooring products, and with projects of similar scale, scope and complexity.

1.05  
SUBMITTALS

A. 
Product Data: For information purposes only, submit manufacturer’s general product information and technical specifications for each type of product.

B. 
Product Samples: Submit three 3”x3” samples and one 12”x12” sample for each type and/or color required, to be reviewed for pattern, colors and texture only.  Samples shall not to be used to confirm precise dye shading, as delivered tiles may be of a different dye lot.

C.
Shop Drawings: Submit manufacturer’s shop drawings for custom-manufactured insert products, indicating design, pattern, image logo or text, and speckle &/or color changes.

D.
Installation Instructions:  Submit manufacturer’s written instructions for recommended installation.

E.
MSDS:  Submit manufacturer’s Material Safety Data Sheets for specified adhesives and sealers.

F.  Closeout Submittals:

1.
Maintenance Instructions: Submit manufacturer’s written instructions for recommended maintenance.

2.  
Warranty Certificate: Submit manufacturer’s standard five year warranty document against defects in manufacturing and workmanship. 

3.
Replacement Materials: Deliver to the project site replacement material of each tile type in the same manufactured lot, in quantities not less than 2% of total area installed for each product.  Properly package and label such materials.

1.06  
DELIVERY, STORAGE & PROTECTION

A.  
Delivery: Deliver materials in manufacturer’s original, unopened, undamaged wrapping and/or containers with identification labels intact clearly marking edge type, thickness, percentage of speckle and shade of color(s).

B.  
Inspection:
Inspect all deliveries to ensure undamaged goods, and for accurate product type for thickness, edge type, color and speckle.  Contact manufacturer immediately if product is damaged or inconsistent with order specifications.

C.  Storage and Protection: Carefully handle all materials and store protected from exposure to harmful weather and at temperature conditions recommended by the manufacturer.

1.07  
JOB-SITE CONDITIONS

A.  Maintain 68 F/20 C degrees temperature continuously prior to, during and after installation, but for not less than 48 hours prior and after.  Maintain a temperature of not less than 55 F/13 C degrees in areas where work is completed.

PART 2.00 – PRODUCTS

2.01  
RECYCLED RUBBER FLOORING TILES

A.  Provide recycled rubber flooring tiles, as manufactured by Dinoflex Manufacturing Ltd, PO Box 3309, 5590 46 Avenue SE, Salmon Arm, BC Canada V1E 4S1; Tel: (250) 832-7780; Fax: (800) 305-2109; E-mail: dinoflex@dinoflex.com; website: www.dinoflex.com, as follows:

1.
Material shall be non-laminated tile composed of 100% post-consumer recycled SBR and 100% virgin EPDM granules, bound with a polyurethane binder, and precision cut using computerized numerically controlled (CNC) water-based equipment.

2.
Edge type shall be  (Enter specified selection)
3.  
Size shall be (Enter specified selection) 
4.
Thickness shall be (Enter specified selection)
5.
Color(s) of speckle shall be (Enter specified selection)
6.
Percentage of speckle shall be (Enter specified selection, if any)
7.
Physical properties shall conform to the requirements of the following minimum criteria:

PROPERTY
VALUE



TEST PROCEDURES
Taber Abrasion 
0.8% wt loss (Speckled) 

ASTM C501

4.0% wt loss (Elite Line)

Shore Hardness A Durometer
64 indentation


ASTM D2240

Static Coefficient of Friction 
>.80 dry/>.90 wet 


ASTM D2407

Density 
66 lbs/cf (Speckled)

ASTM D3676


77 lbs/cf (Elite & Stone Lines)

Breaking Load & Elongation
Tenacity 186 psi min.

ASTM D412

VOC Compliance 
Passed (WA State standard)

ASTM D5116

Sound Impact Transmission 
IIC 59



ASTM E492-96

Critical Radiant Flux
Class II (New York City standard)
ASTM E648-97


Class I (Special order)

Static Load Limit
>.0” (.0%) residual compression
ASTM F970-87

 

Short Term Indentation

.025 inch (6.0%) Loss

ASTM F1914-98



Residual Indentation

.007 inch (1.7%) Loss

ASTM F1914-98

Chemical Resistance
5% Acetic Acid: No change

ASTM F925-9


70% Isopropyl Alcohol: No change

5% Sodium Hydroxide: No change

5% Hydrochloric Acid: No change

5% Ammonia: No change

5% Phenol: No change

Bleach: No change

Gasoline: No change

Kerosene: Slight

Mineral Oil: No change

Olive Oil: No change

Sulfuric Acid: No change 

2.02
RECYCLED RUBBER LOGO TILES (Use this section if custom logo products are specified)
A.  Provide custom-manufactured recycled rubber flooring tiles, as manufactured by Dinoflex Manufacturing Ltd, as follows:

1.
Material shall be non-laminated tile composed of 100% post-consumer recycled SBR and 100% EPDM granules, bound with a polyurethane binder, and precision cut using computerized numerically controlled (CNC) water-based equipment.

2.
Design, pattern, image, logo or text, percentage of speckle or shade of color(s), edge type, size and thickness shall be as indicated on the Drawings and as per approved manufacturer’s shop drawings.

3.
Physical properties shall conform to the minimum requirements of Dinoflex Rubber Flooring Tiles, as specified above.

2.03
ADHESIVES (Use this section for glue-down installations)
A.  Provide adhesives according to manufacturer’ recommendations and installation guidelines for specific substrate, and use only one of the following adhesives approved by the manufacturer:

1.
Chemrex CX-941, one-component urethane, volatile organic compound (VOC) compliant. 

PART 3.0 - EXECUTION

3.01  
INSPECTION 

A.  
Verify that substrate and related conditions are suitable and ready for installation. Do not proceed with the installation until unsatisfactory conditions are corrected.

3.02
CONDITION OF SURFACES

A. 
Ensure that substrate is dry and clean, and shall be free of depressions, raised areas or other defects that might telegraph through installed flooring.  

B.  
Ensure that concrete or plywood substrate is flat and uniformly sloped.  Allowable variations in substrate levels are +/- 1/8” in 10’-0” and 1/4” total maximum variation from levels shown. 

3.03
PREPARATION 

A 
For glue-down applications on concrete slab, perform moisture tests to determine that concrete surface is sufficiently cured and dry, and ready to receive rubber floor tile installation.

B. 
Vacuum sub-floors immediately prior to installation to remove any loose particles.

3.04
INSTALLATION

A.  
Do not proceed with floor surfacing installation until all applicable site work, including substrate preparation, equipment installation and other relevant work by trades affecting the installation area, has been completed.

B.
Install all products as prescribed in the manufacturer’s Installation Guidelines.

3.05
CLEANING & PROTECTION

A.  Touch-Up: Repair any minor damage to eliminate all evidence of repair.  Remove and replace work which cannot be satisfactorily repaired.

B.
Initial Cleaning: After completion of installation and before acceptance by Owner, perform the cleaning operations as prescribed in the manufacturer’s Installation/Maintenance Guidelines.

C.  Protection: Protect the installed surface from damage resulting from subsequent construction activity on the site using craft paper, plastic sheet or other appropriate means.

END OF SECTION

These Architectural Specification Guidelines are intended for use by design and specification professionals as a template aid to specify and describe Dinoflex products as part of the written Specifications component of Construction Contract Documents. 

The data contained in this document is accurate as of the date of publication.  Updates and revisions may have been made since this date. If verification is needed that this data is still current, please contact Dinoflex Manufacturing Ltd at (250) 832-7780.
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